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(2) Regaugings: 
(i) Midbodies of double hull tank ves-

sels, or single hull tank vessels with 
independent tanks, that operated in 
fresh water at least 6 months in every 
12-month period since the last drydock 
examination must be regauged at in-
tervals not exceeding 10 years; 

(ii) Midbodies of all other tank ves-
sels must be regauged at intervals not 
exceeding 5 years. 

(c) The midbody gauging survey must 
be comprised of at least three trans-
verse (girth) belts of deck, bottom, 
side, inner hull, trunk, and longitu-
dinal bulkhead plating and attached 
longitudinal members. The number and 
specific locations of the gauging points 
shall be to the satisfaction of the Offi-
cer in Charge of Marine Inspection 
(OCMI). 

(d) Except as provided in paragraph 
(f) of this section, within 60 days of the 
vessel’s required compliance date the 
owner or operator shall submit the fol-
lowing to the OCMI that issued the ves-
sel’s current Certificate of Inspection: 

(1) The gauging survey results. 
(2) An engineering analysis signed by 

a registered Professional Engineer li-
censed by any state of the United 
States or the District of Columbia, or 
signed by a Coast Guard-approved orga-
nization, that— 

(i) Certifies the vessel’s compliance 
with the minimum section modulus 
and plating thickness requirements of 
subpart 32.59 of this chapter; or 

(ii) Proposes structural repairs and/or 
modifications that will bring the vessel 
up to the required strength standards. 

(e) The vessel owner or operator shall 
keep a permanent copy of the Coast 
Guard-approved gauging report avail-
able for inspection by the OCMI. 

(f) Instead of the submittals required 
by paragraphs (c) and (d) of this sec-
tion, current classification with the 
American Bureau of Shipping or an-
other recognized classification society, 
or a load line certificate issued in ac-
cordance with the International Con-
vention on Load Lines or the Inter-
national Voyage Load Line Act, may 
be submitted as evidence of compliance 
with the requirements of this section. 

[CGD 91–209, 58 FR 52602, Oct. 8, 1993] 

§ 31.10–22 Notice and plans required. 
(a) The master, owner, operator, or 

agent of the vessel shall notify the Of-
ficer in Charge, Marine Inspection, 
whenever the vessel is to be drydocked 
regardless of the reason for 
drydocking. 

(b) Each vessel, except barges, that 
holds a Load Line Certificate must 
have on board a plan showing the ves-
sel’s scantlings. This plan must be 
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination, inter-
nal structural examination, cargo tank 
internal examination, or underwater 
survey or whenever repairs are made to 
the vessel’s hull. 

(c) Each barge that holds a Load Line 
Certificate must have a plan showing 
the vessel’s scantlings. The plan need 
not be maintained on board the barge 
but must be made available to the 
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination, internal structural exam-
ination, cargo tank internal examina-
tion or underwater survey or whenever 
repairs are made to the barge’s hull. 

[CGD 84–024, 52 FR 39651, Oct. 23, 1987] 

§ 31.10–24 Integral fuel oil tank exami-
nations—T/ALL. 

(a) Each fuel oil tank with at least 
one side integral to the vessel’s hull 
and located within the hull (integral 
fuel oil tank) is subject to inspection as 
provided in this section. The owner or 
operator of the vessel shall have the 
tanks cleaned out and gas freed as nec-
essary to permit internal examination 
of the tank or tanks designated by the 
marine inspector. The owner or oper-
ator shall arrange for an examination 
of the fuel tanks of each vessel during 
an internal structural examination at 
intervals not to exceed five years. 

(b) Integral non-double-bottom fuel 
oil tanks need not be cleaned out and 
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory. 

(c) Double-bottom fuel oil tanks on 
vessels less than 10 years of age need 
not be cleaned out and internally ex-
amined if the marine inspector is able 
to determine by external examination 
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